
•	 Custom components.
•	 Maximum SPL of 129 dB peak at 1 metre.
•	 Single, compact-size ferrite 15” speaker.
•	 Ideal for portable PA systems combined with SPOT and 

WEDGE Series cabinets. Also perfect for permanent 
installations.

•	 Internal 1200 W Class D amplifier with built-in DSP 
and full digital processing (includes 4 user-selectable 
presets). Ethernet connection for updates and 
programming/control with the ArmoníaPlus® System 
Manager software.

•	 Auto-regulated power supply (90 V – 250 V).
•	 Special rubber feet to avoid vibrations and 

displacements.

Multi-purpose 15” active 
subwoofer

SUB SERIES • ME115SNDA MKII

•	 Socket for extension bar in top panel.
•	 Manufactured from the highest quality Finnish birch 

plywood (BB/BB grade).
•	 Finished with a special waterproof polyurea coating 

resistant to erosion and degradation.
•	 Robust construction in panels assembled with tongue-

and-groove techniques and subsequently glued and 
pressed.

•	 Front grille with hexagonal perforation and high-
resistance epoxy finish, featuring an inner layer of special 
acoustic fabric for loudspeaker protection against dust 
and dirt.

•	 Maga Engineering® limited 5-year warranty.
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TECHNICAL 
SPECIFICATIONS

DIMENSIONS

35 Hz - 100 Hz (+/- 3 dB)
129 dB peak at 1 metre
Preset 1: 80 Hz cut
Preset 2: 100 Hz cut
Preset 3: 80 Hz cut with polarity inversion
Preset 4: 100 Hz cut with polarity inversion
1200 W Class D amplifier at 8 Ω with full digital processing 
and control via Ethernet with the ArmoníaPlus® System 
Manager software; maximum network consumption 220 
W; admissible voltage from 90 V to 264 V.
1 x 15” ferrite, 700 W AES, 8 Ω

534 x 453 mm  
478 mm  
28 kg
2 x Neutrik® powerCON® TRUE male and female; 2 x XLR 
male and female; 1 x RJ45 Ethernet

Frecuency response:
 Maximum SPL:

Includes 4 user-selectable presets:

 Amplification:

Components:

CABINET DIMENSIONS (INCLUDING LEGS)
Front:
Rear:

Net weight:
Connections:


