
SPOT SERIES • ME5SX

•	 Premium European components.
•	 Superlative weight/power ratio (3.75 kg / 114 dB peak @ 1 m).
•	 Passive cabinet with 1 x 5.5” + 1 x 1.5” coaxial driver.
•	 Custom passive crossover with HEPC® (High-End Phase 

Coherence) filtering technology for high phase coherence, 
crafted with premium electronic components.

•	 Ideal for permanent installations.
•	 Horizontal/vertical rigging via adjustable yoke.
•	 Loudspeaker model included in EASE® Focus 3 3D acoustic 

simulation and prediction software.
•	 Enclosure crafted from top-grade Finnish birch plywood 

(BB/BB).

•	 FSC® certified wood, ensuring strictly controlled 
production and sustainable reforestation.

•	 Finished with specialized waterproof polyurea coating, 
highly resistant to erosion and degradation.

•	 Robust construction using tongue-and-groove jointing, 
glued and pressed for maximum structural integrity.

•	 Hex-punched steel front grille with high-resistance 
epoxy finish and internal acoustically transparent fabric 
to protect drivers from dust and debris.

•	 Maga Engineering® 5-year limited warranty.

Compact, ultra-high performance 
passive cabinet



70 Hz - 20 KHz (+/- 4 dB)
114 dB peak @ 1 m (Measured with M-Noise)
89 dB
100 W
HP cut 80 Hz 24 dB Butt
maximum voltage: RMS 25 V
peak voltage: 50 V

50 W to 250 W 
8 Ω
80º conical
1 x 5,5” ferrite, 120 W AES, 8 Ω 
1 x 1,5” neodymium, 8 Ω
  

170 x 170 mm
190 mm
3.75 kg (4 kg including yoke)
2 x Neutrik® speakON®

Frecuency response:
Maximum SPL:

Sensitivity (1 W at 1 metre):
Admissible power (continuous):

(*) Settings for maximum power operation:
These settings are already implemented in our amplifiers and in those 

we recommend from other manufacturers. The 5-year limited warranty 

DOES NOT apply if the indicated settings and limits are not respected.

Recommended amplification:
Rated impedance:

Nominal dispersion angle:
Bass components:

Treble components:

DIMENSIONS (VERTICAL POSITION)
Front (width/height):

Depth:
Net weight:

Connections:
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